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4010-100
 Rotary Actuator
Outline & Mounting

4.75

4.75

4.00

4.00

12 X  1/4 - 20
tapped 0.375 deep

Optional
1.25 aperture

4 X 0.280
Mounting holes

Motor Cable
6”

1.90

2.00

Rotary Table
Φ 4.00

Manual Rotation
Knob

Ф 2.828 1.00

1.00

Pin 1 Pin 5

Pin 10

P1 Connector
end view
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CONNECTOR PIN DESIGNATIONS

J1-1 PUL + (Step Pulse +5VDC)
J1-2 PUL -  (Step Pulse, open collector input)
J1-3 DIR + (Step Direction +5VDC)
J1-4 DIR -  (Step Direction, open collector input)
J1-5 ENA + (Step Enable +5VDC)
J1-6 ENA -  (Step Enable, open collector input)

J2-1 POWER GND (Return)
J2-2 +20 to +36VDC Power input
J2-3 MOTOR WINDING A+
J2-4 MOTOR WINDING A-
J2-5 MOTOR WINDING B+
J2-6 MOTOR WINDING B-

4.646

4.409

0.996

4 X 0.197

32-4042D
Stepper Motor Driver

 Rotary Actuator
Outline & Mounting

4010-100

File:   4010100A

1.882

1.004

0.488

J2 J1

2.972
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32-4042
Stepper Driver

 Assembly

Stepper
Motor

Rotary
Stage

Motor Cable

JD2

JD1

Host
Controller

(Customer's equipment)

JD1-1 PUL + (Step Pulse +5VDC)

JD1-2 PUL -  (Step Pulse Input)

JD1-3 DIR + (Step Direction +5VDC)

JD1-4 DIR -  (Step Direction Input)

JD1-5 ENA + (Step Enable +5VDC) 

JD1-6 ENA -  (Step Enable Input)

 

J1-1 Home Sensor +5V Power

J1-3 Home Sensor Output

JD2-1 Power Return

JD2-2 +24VDC Power Input 

Power Supply
24 – 36VDC

2.5A

 Rotary Actuator
Outline & Mounting

4010-100

File:   4010100A

J1P1

J1-2 Home Sensor GND

P1 Motor Connector
Molex 43025-1000

P1-1 Home Sensor +5V
P1-2 Home Sensor GND
P1-3 Home Sensor Output
P1-4 Reserved
P1-5 Reserved
P1-6 Motor A+
P1-7 Motor A-
P1-8 Motor B+
P1-9 Motor B-
P1-10 Shield

J1 Mating Connector
Molex 43020-1001

JD2-3 Motor A+

JD2-4 Motor A-

JD2-5 Motor B+

JD2-6 Motor B-


